Appendix 1

Florida Department of Environmental Protection (FDEP)
Sediment Compatibility Requirements



Florida Department of Environmental Protection (FDEP)
Sediment Compatibility Requirements for
Beach and Nearshore Placement (Rule 62B-41.007(2) (j-k))
http://www.dep.state.fl.us/legal/Rules/mainrulelist.htm

62B-41.007 (2):

(j) To protect the environmental functions of Florida’s beaches, only beach compatible fill shall be
placed on the beach or in any associated dune system. Beach compatible fill is material that
maintains the general character and functionality of the material occurring on the beach and in the
adjacent dune and coastal system. Such material shall be predominately of carbonate, quartz or
similar material with a particle size distribution ranging between 0.062mm (4.09) and 4.76mm (-
2.259) (classified as sand by either the Unified Soils or the Wentworth classification), shall be
similar in color and grain size distribution (sand grain frequency, mean and median grain size and
sorting coefficient) to the material in the existing coastal system at the disposal site and shall not
contain:

1. Greater than 5 percent, by weight, silt, clay or colloids passing the #230 sieve (4.09);

2. Greater than 5 percent, by weight, fine gravel retained on the #4 sieve (-2.259);

3. Coarse gravel, cobbles or material retained on the 3/4 inch sieve in a percentage or size greater
than found on the native beach;

4. Construction debris, toxic material or other foreign matter; and

5. Not result in cementation of the beach.

If rocks or other non-specified materials appear on the surface of the filled beach in excess of 50%
of background in any 10,000 square foot area, then surface rock should be removed from those
areas. These areas shall also be tested for subsurface rock percentage and remediated as
required. If the natural beach exceeds any of the limiting parameters listed above, then the fill
material shall not exceed the naturally occurring level for that parameter.

(k) Pursuant to subsection 62B-41.005(15), F.A.C., sandy sediment derived from the maintenance
of coastal navigation channels shall be deemed suitable for beach placement with up to 10% fine
material passing the #230 sieve, provided that it meets the criteria contained in (j) 2. through 5.
above and water quality standards. If this material contains between 10% and 20% fine material
passing the #230 sieve by weight, and it meets all other sediment and water quality standards, it
shall be considered suitable for placement in the nearshore portion of the beach.



